LhHall

General-Purpose Compact Telescopic Crane

Lifting capacity (JIS) 4.8 metric tons

Versatile lifting in confined areas

Full 360 degree turning on

4 meter roads

Lifts and carries up to 2 tons g
Rubber crawlers—excellent on

rough or soft terrain and

damage-free on paved surfaces

Comfortable and safe operation

Designed for environmental acceptability

B Specifications

(4 part lines) 22.2m (wire rope length of 120m)

ode ;
Fusttan capacry




H General Dimensions (Unit: mm)

Full width: 2210 Full length: 5640 (4~ Bm/3 stage boom)
2055 1900 (Rear-end turning radius)

Height: 2500
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== ‘ o T k_—T_E;J‘ngJe W Rated Lifting Loads (2.5m jib option)
H 1 Main boom angle 73° | 70° | 60° | 50° | 40° | 30° | 20° | 10°
All direction/360° (kg) | 1200 | 1200 | 1060 | 830 | 660 | 500 | 410 | 380
0 i z 3 0
Warking Radius (m) —*
1. All rated lifting loads (throughout 360 degrees, within 78 degrees of tipping No abrupt start, stop, turn or spin should be allowed while carrying loads.
load, forward stability factor over 1.15) shown are based on the machine being 4. Do not raise or lower, or extend or retract booms while hoisting loads.
on a firm, level and uniform supporting surface without travelling. 5. Lifting loads are limited to the following ratings.
2. The weight of hook blocks and slings or auxiliary lifting devices shall be up to 4.8 tons—4 part lines (main hook).
included as part of the rated lifting loads up to 1.2 tons—1 part line (jib hook).
Main hook (4.8 ton)—70kg 6. Wire rope diameter for main and jib hook/10mm.
Jib hook (1.2 ton)—20kg Wire rope type for main and jib hook/6 x Fi(29) IWRC/B type/guaranteed
3. Rated lifting loads for carrying operation are based on operation on firm and breaking strength 6.89 tons.
level surface after load has been lifted from the ground on fixed operation. 7. The rated lifting loads of the jib are only determined by the angle of main boom.

In carrying operation, keep loads close to ground and do not allow swinging.
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